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CASE 2: TWO-WAY INTERAaiVE APPUCATI0N 
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TCP/IP, UDP. ATM, 



CASE 1 : A SET OF DIA DESCRIPTIONS PROVIDED FOR ONE-WAY APPLICATION 
CASE 2: MPEG-21 DIA PARSER PROVIDED FOR TWO-WAY APPLICATION 



ONE OF THE TRANSMISSION STANDARDS COULD BE SUPPORTED: 
RTP , H.32X , ... 



ONE OF THE SYSTEM STANDARDS COULD BE SUPPORTED: 
TS, PS, MP4, QUICK TIME, AVI, 



ONE OF THE SOURCE STANDARDS COULD BE SUPPORTED : 
Y^DEO : MPEG 1/2/4, K261/3, 0V, DVCPR0 25 / 50 / 100, ... 
AUDIO: MPEG 1 LAYER 2, MP3, MPEG 2 / 4 AAC, AC3, G.7XX 
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^ (57) Abstract: Method of content adaptation for an Apparatus of Universal Multimedia Framework Terminal is provided. The 
S method includes following steps of: building a terminal with content decoding tools that is compliant to certain standard; describing 
the terminal using DIA (Digital Item Adaptation) Descriptions; attaching the DIA Descriptions to the terminal; sending and sub- 
Q mitting the DIA Descriptions to a server for retrieving a piece of content, whereby the server is parsing and processing the DIA 
£^ Descriptions; selecting the content which is in the matched format with the DIA Description submitted by the terminal; and deliv- 
^ ering the content to the terminal. 
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